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1.0 Introduction 
 
1.1 Purpose 
 
The purpose of this Plan is to meet U.S. Environmental Protection Agency (EPA) requirements in 
Title 40 Code of Federal Regulations Part 112 (40 CFR 112), “Oil Pollution Prevention.” A facility 
is subject to spill prevention, control, and countermeasure regulations if the total aboveground oil 
storage capacity exceeds 1,320 gallons (gal) in containers of 55 gal or more, or the underground oil 
storage capacity exceeds 42,000 gal, and if, due to its location, the facility could reasonably be 
expected to discharge oil into or on the navigable waters of the United States.  
 
The U.S. Department of Energy (DOE) Moab Uranium Mill Tailings Remedial Action (UMTRA) 
Project stores oil aboveground in quantities above the threshold at the former millsite near Moab, 
Utah, and at the tailings disposal site near Crescent Junction, Utah. The Moab site is bordered by 
the Colorado River and therefore meets the navigable waters criteria. Although the Crescent 
Junction disposal cell is not located where oil could reasonably be expected to discharge to 
navigable waters, this site is included in this Plan as a best management practice. 
 
As defined in 40 CFR 112, oil includes oil of any kind or in any form including, but not limited 
to, petroleum, petroleum-refined products, fuel oil, sludge, oil refuse, and oil mixed with wastes 
other than dredged spoil. The definition of oil also includes non-petroleum oils such as animal, 
vegetable, and synthetic oils.  
 
1.2 Certification, Maintenance, and Revision of Plan 
 
Attachment 1 presents the self-certification of this Plan. A copy of this Plan is accessible through 
the Project SharePoint website.  
 
The Plan will be amended within 6 months whenever there is a change in facility design, 
construction, operation, or maintenance that materially affects the facility’s spill potential. 
The Plan will be reviewed at least once every 5 years and amended to include more 
effective prevention and control technology. All changes will be certified by a registered 
professional engineer. 
 
1.3 Facility Information 
 
1.3.1 Moab Site 
 

Address: 2021 North U.S. Highway191 
 Moab, Utah 84532 
 
Owner: DOE 
 
Contacts: Contractor Moab Operations/Site Manager –  
 Federal Project Director – 970-257-2115 
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Location:  Approximately 3 miles northwest of the city of Moab in Grand County, Utah (see 
Figure 1). The Colorado River forms the southeastern boundary of the site. The 
Moab Wash runs in a southwesterly direction through the center of the site and joins 
the Colorado River. The Wash is an ephemeral stream that flows only after 
significant precipitation or during snowmelt.  

 
Size:  480 acres 
 

 
Figure 1. Location of Moab and Crescent Junction Sites  

 
1.3.2 Crescent Junction Site 
 

Address: 0.15 County Road 223 
 Thompson Springs, Utah 84540 
 

Owner: DOE 
 

Contacts: Contractor Crescent Junction Operations/Site Manager –  
 Federal Project Director – 970-257-2115 
 

Location: Approximately 1.5 miles northeast of the intersection of U.S. Highway 191 and 
Interstate 70 and about 31 miles north of Moab (see Figure 1).  

 

Size: 500 acres plus an additional 936 acres in temporary withdrawal from U.S. Bureau of 
Land Management. 







 

 

 

Figure 2. Moab Site Oil Storage Location Map  
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Figure 3. Crescent Junction Site Oil Storage Location Map 
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The following information must be submitted to EPA Region VIII Administrator and Utah 
Department of Environmental Quality within 60 days of the exceedance: 
 Name of the facility 
 Name(s) of the owner or operator of the facility 
 Location of the facility 
 Maximum storage or handling capacity of the facility 
 Corrective actions and/or countermeasures taken, including adequate description of 

equipment repairs and/or replacements 
 Adequate description of the facility, including maps, flow diagrams, and topographical maps 
 Cause of the discharge, including a failure analysis of the system and subsystem in which the 

failure occurred 
 Additional preventive measures taken or contemplated to minimize the possibility  

of recurrence 
 Other information the Regional Administrator may reasonably require pertinent to the Plan or 

spill event 
 
Contact information for those entities and others that may be notified in the event of a spill is 
included in the Moab UMTRA Project Emergency/Incident Response Key Personnel/Agencies 
and Contact Information (Emergency Contact List) (DOE-EM/GJ1757).  
 
 
5.0 Inspections  
 
RAC environmental or health and safety personnel conduct quarterly visual inspections of the 
outside of all oil storage containers and record the observations on the appropriate Oil Storage 
Area Inspection Form (see Attachment 2). The inspection consists of a walkthrough of each oil 
storage area to check for damage or leakage; stained or discolored ground; and excessive 
accumulation of water, sediment, or debris in secondary containment areas; and to ensure the 
containment and structural support is adequate. Inspection forms are signed by the inspector and 
submitted to Project records.  
 
The TAC conducts oversight of the RAC’s compliance with this Plan in accordance with the 
Moab UMTRA Project DOE Oversight Plan (DOE-EM/GJF2089), including performing 
quarterly inspections of oil storage areas at both sites.  
 
 
6.0 Security  
 
The bulk storage tanks at the Moab and Crescent Junction sites are located within a controlled 
area and are surrounded by security fencing. The site entrance gates are locked when the site  
is unattended.  
 
The sites are equipped with lighting in several areas to aid in the discovery of spills during hours 
of darkness. Lighting is also sufficient to illuminate several oil storage areas to reduce the 
occurrence of spills through acts of vandalism.  
 
 
 





 

 



 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Attachment 1. 
Self-certification of Spill Prevention, Control, and Countermeasure Plan 
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Attachment 2. 
Moab Site Oil Storage Area Inspection Form 1018 

Crescent Junction Site Oil Storage Inspection Form 1019



 

 

 



 

 

Attachment 2. Moab Site Oil Storage Area Inspection Form 1018 

 



 

 

Attachment 2. Crescent Junction Site Oil Storage Area Inspection Form 1019 

 
 




